MATERIALS

Back and seat as one piece construction is made of polyurethane foam injection moulded over metal frame which are
supported by a steel springs . This gives onsistent shape quality and structural longevity.

Upholstery
Arm Alternatives
Leg Alternatives

Artificial leather, Natural leather, Fabrics
With arm
Eliptic tubular metal profile four legs , bended metal wire leg, 4way die-cast aluminium leg , 4way

metal tubular profile leg with or without castor, 5 way metal tubular profile leg with castors and
seat height adjustment, beech hard wood leg / All leg types without castor have plastic glides

Leg Materials

finishings: Natural, Walnut , Venge

Metal leg finishings: Shiny chrome, Matt chrome, Electrostatic Powder Coated Wood leg

DIMENSIONS (cm)

SLED ELIPS BASE  WOOD OFFICE 4WAY 4WAY C 5WAYC  XLEG CONIC WOOD CONIC METAL
Wide 61 61 61 61 61 61 61 61 61 61
Depth 57 57 60 57 57 57 57 57 57 57
Height 80 80 80 7585  77-87 7787 7787 79 80 80
Seat Depth 44 44 44 44 44 44 44 44 44 44
Seat Height 45 45 45 50-40  45-55 4555 4555 46 45 45
Arm Height 66.5 66.5 66.5 56-66 67-77 67-77 67-77
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